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Drain piping kit
Central drain plug

Year-round cooling kit

Refrigerant branch piping
For triple multi
For twin multi

Refrigerant branch piping
For triple multi
For twin multi

For double twin multi

DUCT CONNECTION TYPE

Wired LCD remote controller

Remote controller

Digital remote controller
Digital remote controller for duct heater use

Wiring adaptor for electrical appendices 

Interface adaptor for SkyAir series

Unified ON/OFF controller
Schedule timer

Central remote controller

Adaptor for wiring

Switch box for adaptor kit 

Drain pan cover
Suction grille

Wireless remote controller

Outdoor unit

FDBG25A/
35A/50A 

FDBG60A/
71A

KRC47-1A

KRC47-2A
KRC47-4A

KKD19A1
KDGF19A45 KDGF19A71

FDYM03FA/
04FA/05FA/
06FA

FD03K/
04K/05K/
06K/08K/
10K

FD15K/
20K

R71LU
R71FU
R100FU
R125FU

RG71A
RG140A
RG180A

R140LU

KRK5F80V1

KHR58C21

KRK5F140V1

KKPJ5F180
-------

-------

-------

-------
-------

-------

-------
------- KIS95

Air direction adjustment grille
Drain plug KKP937A4 1

KPW937A4

KHD58C21A
KHD58D33
KRK5F160V1

R250KUR200KU
KHD58C23A KHD58C24A

KHR58P322H -------
KHRJ5F224F KHRJ5F280F

RY71LU RY140LU

KHR58C21

KKPJ5F180
-------

RY35F
RY50G(A)
R60G(A)

-------
-------

-------

-------
-------

-------
KIS95

KHD58C21A
KHD58D33

RY250KURY200KU
KHD58C23A KHD58C24A

KHR58P322H -------
KHRJ5F224F KHRJ5F280F

FDYB35KA/
50KA

FDYB60KA/
71KA

BRC1C61
-------
-------

-------

-------

-------
-------
-------
-------

-------
-------

-------
-------

-------

------- -------

-------

-------
-------

DCS302CA611

DCS301BA611

DST301BA611

KRP1B100
KRP4AA52 3

DTA102A52

KDGF19A45 KDGF19A71
KKD19A1

KRP1BA54

FDY06KA/08KA/
10KA/15KA/20KA

FDYM03FA/
04FA/05FA/
06FA

BRC4C62

High static pressure type
Heat pumpCooling only

Middle static pressure type
Heat pumpCooling only

Low static pressure type

Name of option Remark
Heat pumpCooling only

Kit name
Name of option Remark Heat pumpCooling only

Kit name

Name of option Remark Heat pumpCooling only

Indoor unit

Note:  
1This optional accessory requires DTA102A52.
2This optional accessory requires DTA107A55.
3This optional accessory requires KRP1B100.
4Installation plate for adaptor PCB (KRP4A95) is necessary.
5In case of using KRC17-2B or field supplied remote controller, 3-Minutes Timer (field supplied) is required.

Note:  1One set includes 5 pieces for 5units.

intelligent Touch Controller DCS601C511-------

Installation box for adaptor PCB

Central control adaptor kit
Remote sensor (for indoor temperature)

------- ------- KRC47-3A KRC47-3A/
 KRC17-2B 5

-------

------- BRC1C61
KRC47-5 -------

------- -------
------- BRC4C62

DCS302CA612 DCS302CA611

DCS301BA612 DCS301BA611

DST301BA612 DST301BA611

DCS601C512 DCS601C511

KRCS01-1B -------
DTA107A55 -------

------- KRP1BA573

------- KRP4AA533

------- -------
------- DTA102A52
------- KRP1B100
------- -------
------- -------

BRC1C61 BRC1C61
------- -------
------- -------

BRC4C64 BRC4C62
DCS302CA611 DCS302CA611

DCS301BA611 DCS301BA611

DST301BA611 DST301BA611

DCS601C511 DCS601C511

------- -------
------- -------
------- -------

KRP4AA514 KRP4AA514

------- -------
DTA102A52 DTA102A52

------- -------
------- -------
-------

FDMG71A/
100A/125A/
140A/180A

KRC47-1A

-------
KRC47-2A
KRC47-4A

-------

-------

-------
-------
-------
-------
-------
-------
-------
-------
-------
-------
-------
-------
------- -------

R25J
R35J

R100LU
R125LU

RY100LU
RY125LU

R35G
R50G
R60G

D I M E N S I O N S (Unit: mm)

CEILING MOUNTED CASSETTE TYPE
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viewC

2   100=200

C

Branch duct
connection

12-M4 Hole
(prepared hole)

Branch duct
connection

2   100=200

(prepared hole)
4-4M4 Hole

(direct installation type)

For fresh air intake kit
connection

1500mm or more

When the discharge grill is closeout,the required space is
200mm or more.

1500mm or more

1500mm
  or more1500mm

  or more

Required space

Required space
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viewB
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e

A

5040Notes:
1Location of unit's Name Plate
 For Main body: Switch Box Cover inside surface of suction grille.
 For decoration panel: Panel frame inside surface of suction grille.
2When installing an optional accessory, refer to the
  installation drawings.
  For fresh air intake kit         Inspection port is necessary.
  For high efficiency filter unit         Inspection port is not necessary.
3In case of using wireless remote controller, this position will
 be a signal receiver. Refer to the drawing of wireless remote
 controller in detail.

Liquid pipe connection
Gas pipe connection
Drain pipe connection
Power supply connection
Remote control code and control wiring connection
Air discharge grille
Air suction grille
Port for water supply
Corner decoration cover
Drain hose

1
2
3
4
5
6
7
8
9
10

C
165
195

A
230
288

B
240
298[FHYC100KVE-140KVE]

The Front

(Service space)
30 or more

(Service space)
30 or more

4-M8~M10
Hanging bolt

(Note.2)
Brand name plate

Position slit hole for taking out in piping back

(For left piping)
Drain pipe connection VP20

80 80

22
5

27
5

170
105

170

127

142 58

36

85 16
0

19
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0
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Obstacle
Floor side

55

680

5
15
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145 60

65
11

56
0

65

13
5

40 50 60

912

13 15
590

40

11

14

15

18 17 16

10

5

4

42

6

57

1

6

8

3

1
2
3
4
5
6
7
8
9
10
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12
13
14
15
16
17
18

Position : Hole of wall for taking out in piping back
(View from the front)

(View from the front)

o/ 45 55

80

(Hanging position)
A

B

(H
an

gi
ng

   
 p

os
iti

on
)

Air discharge grille
Air suction grille
Air filter
Gas pipe connection
Liquid pipe connection 
Drain pipe conneciton
Earth terminal (inside the electric components box) (M4)
Suspension bracket
Backward piping and wiring connection opening lid
Upward piping and wiring connection opening lid
Right side pipe connection 
Left back drain pipe connection 
Left side drain pipe connection 
Right side drain pipe connection 
Hole of wall for taking out in piping back 
Upward drain pipe connection 
Upward gas pipe connection 
Upward liquid pipe connection 

Notes:
1

2

3

Location of unit's Name Plate: Bottom of fan housing inside the suction grille.
In case of using wireless remote controller, this position will be a signal
The remote control code is the standard <about 3 m outside the machine> attached.
(0.5 mm2     2 wicks    O.D.    5.4)
(It is attached to VRV.)

(R
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uir
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ac

e)

(R
eq

uir
ed

 sp
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e)

A
920
920

1120
1120
1360
1550

B
960
960

1160
1160
1400
1590

FH(Y)35BVE
FH(Y)50BVE
FH(Y)60BVE
FHY71BVE
FHY100BVE
FHY125BVE

CEILING SUSPENDED TYPE

FH(Y)C35KVE-71KVE
FHYC100KVE-140KVE

[FH(Y)C35KVE-71KVE]

Wired LCD remote controller with weekly schedule timer ------- BRC1D61 BRC1D61 BRC1D61 ------- BRC1D61

 Labor saving     Overall energy savings
 Simplified BMS

 Multilingual (English, French, German, 
 Spanish, Italian, or Chinese)

 Colour LCD    Touch panel     Icon display

 Yearly schedule     
 Power proportional distribution* (option)
 Auto cool/heat change-over
 Temperature Limitation

* Limitations apply to some models and functions. 
  For details please contact your local sales office.

Necessary for optional interface adaptor for SkyAir series (DTA112BA51) with the Intelligent Touch Controller.

Unification 
adapter for 

computerised 
control 

[DCS302A52]

Forced OFF 
command from 
fire alarm 
monitoring panel

Pi Port

• Connection to power consumption metre 
   when using power proportional 
   distribution function. (Optional)

D   -NET Plus Adapter
(option) [DCS601A52]

Number of indoor unit expanded from 64 to 128.

Indoor Unit

RS-232C

Unified ON/OFF 
and status 
monitoring from 
the central 
monitoring panel

• CSV output of 
	 power propor-
	 tional distribution 
	 results (Optional)

PCMCIA
Flash

Memory

Remote monitor-
ing and control

Trouble reports

Mobile Phone

Trouble
reports

Forced OFF 
contact input

Special
Function 2

Special
Function 3

Special
Function 1

D   -NET

HRV

Special
Function 4

Special
Function 3

Special
Function 1 DCS601C51Doubling of number of connectable indoor 

unit by adding a D   -NET PLUS adapter (Optional)

Special
Function 2

Support for centralised control from else 
where., using a PC with a Web browser (Optional)

Special
Function 3

Sending of e-mail alerts to a specified 
address when malfunctions occur (Optional)

Special
Function 4

Special
Function 5

Built-in Ethernet port for connecting to 
the Internet or an intranet

Simple interlock function

New communication functions in the user-friendly icon based 
multilingual controller simplity centralised control of the system
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D I M E N S I O N S

CEILING MOUNTED CASSETTE CORNER TYPE

CEILING SUSPENDED CASSETTE TYPE  

8

9

1010

4

3
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1

7

52

A

52

B
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145
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30
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n

83

33

117

20

89
5

G

132

83

895

80

163

H

185

18
0

FD

790 Susension position

C

10
9

Notes:
1Location for manufacture's label: on bell mouth.
2This is where the signal of wireless remote controller is received.
 Refer to the drawing of wireless remote controller in detail.
3When closing the discharge grille (2 or 3 way discharge), direction of
 pipe connection will be limited, please refer to Installation manual.

Brand name plate (Note)2) 

1000mm or more
(Required space)

Height of suspension bracket

Suspension bolt

Required space

Drain connection
location for 
rear piping 

Drain connection
location for 
upper piping 

1
2
3
4
5
6
7
8
9
10

Liquid pipe connection
Gas pipe connection
Drain pipe connection
Air outlet
Air suction grille
Corner decoration cover
Right pipe/wiring connection
Rear pipe/wiring connection
Pipe through cover
Accessory drain elbow   

E
80

147

D
110
177

C
110
177

A
16
51

B
80

147

H
165
230

G
40

107

F
58

125

Drain pipe can be raised up to 350mm from the top surface of the product.
    1500mm 
    or more

    1500mm 
    or more

    1500mm 
    or more

    1500mm 
    or more

    When closing the discharge grill,the required space is
    30mm or more.(Note3)

FUY71FJV1
FUY100FJV1/125FJV1

55 2020

6565 C

D

E

A (Suspension position)

35
0

(S
us

pe
ns

io
n 
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tio
n)

B (Ceiling opening)
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0

(C
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20
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F 65
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12
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10
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17
0
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0

45
21
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17
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or
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45
71

0

80
0

6080
148

67

4-M4 hole

4-M8~M10

G

7
10

46

5 1 2 3

8 9

Liquid pipe connection
Gas pipe connection
Drain pipe connection
Wire intake
Wire intake for remote control cord
Grounding terminal (M4 in switch box)
Air discharge grille
Air suction grille
Long life air filter
Suspension bracket 

1
2
3
4
5
6
7
8
9
10

Suspension bolt
(Note.2)

Front discharge duct
connection position

R
eq

ui
re

d 
sp

ac
e

Fresh air intake position

Location of unit's Name plate
    For main body: Bottom part of fan housing inside of Air
                             suction grille.
    For decoration panel: Service lid face inside of Air
                                       suction grille.
When installing an optional accessory, refer to the
installation drawings.
    For discharge grille
    For frexible duct
    For panel spacer
    For air discharge blind panel
              Inspection port is not necessary

Note. 2:

Required space

200mm 
or more 200mm 

or more
1500mm
or more

20mm
or more

A B C D E F

FH(Y)K35.45F(J)V1

FH(Y)K60.71F(J)V1

1150

1350

1200

1400

1110

1310

260

2   230=460

G

4-M4 hole

6-M4 hole

520

720

1240

1440

(Unit: mm)

CEILING MOUNTED BUILT-IN TYPE
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0
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A 800

F

25
595 (Air suction parelcenter)

30
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15
0

22
8

K

25
0

J

C 24
5

21
5

15
0

B

300 or more
A

A View

67

315

45 46

1

2

7

4
6

3 5

Liquid pipe connection 
Gas pipe connection
Drain pipe connection
Wire intake for remote control cord
Wire intake
Drain hole
Air filter

1
2
3
4
5
6
7

D Suspension
bolt

Service
space

Sustion air intake position
when installing the duct

(Note.3)

18-M5 hole
B View

6-M5 hole
(Circumference)

125
160 P.C.D

Fresh air intake position

(Ceiling opening)

(C
ei

lin
g 

op
en

in
g)

G

(Suspension position)

(S
us

pe
ns

io
n 

po
si

tio
n)

(Knockout hole)

The required ceiling depth varies according to
configration of specific system

Notes:
1Location of unit's Name Plate: 
 Fan housing surface inside of filter.
2When installing an optional accessory, refer to the
  installation drawings.
3Refer to the separate drawing when installing the duct.

FH(Y)B35FV1/45FV1
FH(Y)B60FV1/71FV1
FHYB100FV1/125FV1

A
700

1000
1400

B
485
785

1185

C
460
760

1160

E
760

1060
1460

F
800

1100
1500

D
3   150=450
5   150=750

7   150=1050

FH(Y)B35FV1/45FV1
FH(Y)B60FV1/71FV1
FHYB100FV1/125FV1

H
750

1050
1450

K
628
927

1328

J
650
950

1328

G
6   65=390
11   65=715

16   65=1040

L
4   150=600
6   150=900
9   150=1350

Approx.345

(Requred space)

Approx.390

(Requred space)
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e)
(R
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d
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e)
(R
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ui

re
d

locationMounting

moreor50
2500

7

spaceshighin
installationFor

104

Piping direction

29
0

Approx.475

6

front panel
full open
Dimensions for

lessor1202

44

moreor
moreor

50

3

230

Approx.400

44

Outside line

80 hole
80 hole

894

4

10
5

9

m
or

e
or

m
or

e
or

30

Name plate Note)2

60 5

1050

intakeWiring
andPiping

Piping 
direction

98

52

1

14
.5

Piping direction

8

232

50

Notes:
1

2

Location of unit's of NAME Plate:
Right side surface of casing
In case of using wireless remote 
controller, this position will be a 
signal receiver. Refer to the 
drawing of wireless remote 
controller in detail.

Front panel
Front grille
Air outlet
Gas pipe
Liquid pipe
Drain hose
Grounding terminal
Right side pipe connection hole
Left side pipe connection hole

1
2
3
4
5
6
7
8
9

WALL MOUNTED TYPE

[FAY71LVE]
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WALL MOUNTED TYPE

D I M E N S I O N S

54
1

68

D

REQUIRED SPACE

C

A

223

215

IN CASE OF FIXING IT AT THE REAR

130

200
F

598

67
7

IN CASE VIBRATION RESISTANCE
IS REQUIRED, FIX IT AT BOTH
THE BOTTOM AND THE REAR.

50

G

IN CASE OF FIXING IT AT THE BOTTOM

K

18
50

2-7X15 OBLONG HOLE

VIEW
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82
5

260

253

L
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TA
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R
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184 184

95

61
6

34

FULL OPEN
POSITION
OF SUCTION
GRILL

36APPROX.

FIXTURE

126J

74
0 

O
R

 M
O

R
E

14HOLE4-

95

330

E

B

(FOR BOLT)

50 OR MORE

      INSIDE THE SUCTION GRILL.
     : ON THE SURFACE OF COVER OF SWITCH BOX

NOTES: 1STICKING LOCATION FOR MANUFACTURE'S LABEL

TAKE OUT DIRECTION
OF AIR-FILTER

NORMAL INSTALLATION

(FOR WOOD SCREW)

THIS MODEL TO BE FIXED
WITH FIXTURE AS SHOWN BELOW.

1500 OR MORE

(ACCESSARY)

50 OR MORE

8

9

10

4

3

2

5

6

6
6

1

7

SUCTION GRILL
AIR FILTER
THROUGH HOLE FOR SIDE PIPING
THROUGH HOLE FOR SIDE PIPING
THROUGH HOLE FOR SIDE WIRING
THROUGH HOLE FOR REAR PIPING/WIRING
THROUGH HOLE FOR BOTTOM PIPING/WIRING
LIQUID PIPE CONNECTION
GAS PIPE CONNECTION
DRAIN PIPE CONNECTION

1
2
3
4
5
6
7
8
9
10

E
110
190

F
180
260

G
186
266

H
242
322

J
57
79

K
144
202

L
149
229

D
50

130

C
50
49

B
45
44

A
270
350

FLOOR STANDING TYPE

DETAIL OF CONTROL PANEL

FVY71LAVE
FVY100LAVE/125LAVE

(Unit: mm)

[FAY100FAVE]

DUCT CONNECTION LOW STATIC PRESSURE TYPE

DUCT CONNECTION MIDDLE STATIC PRESSURE TYPE

Liquid pipe connection 
Gas pipe connection
Drain pipe connection
Ground terminal 

1
2
3
4

Note: 1Location of unit's Name Plate: Chamber cap

900

 

Switch box
Control wiring intake (for outdoor unit)
Control wiring intake (for remote controller)
Suspension bracket

5
6
7
8

A B C D E F G H I J K L

FDYB60KAVE/71KAVE 1300

704

1104

755

1155

3XP150=450 500 3XP150=450 674 688 704 900 10-M4
Holes

12-M4
Holes

6XP150=900 700 6XP150=900 1074 1088 1104 1300 16-M4
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A
B 595

C
(Suspension bolt pinch)

684
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H
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1
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5
42

Service space

FDYB25KVE/35KAVE/50KAVE
900

FDBG60AVE/71AVE 1300

704

1104

755

1155

3XP150=450 500 3XP150=450 674 688 704 900 10-M4
Holes

12-M4
Holes

6XP150=900 700 6XP150=900 1074 1088 1104 1300 16-M4
Holes

18-M4
Holes

FDBG25AVE/35AVE/50AVE

[FDMG71AV1]

[FDMG100AV1/125AV1/140AV1/180AV1]

D
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1121
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A
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Liquid pipe connection 
Gas pipe connection
Drain pipe connection
Ground terminal 

1
2
3
4

Note: 1Location of unit's Name Plate: Chamber cap

Switch box
Control wiring intake (for remote controller)
Control wiring intake (for outdoor unit)
Suspension bracket

5
6
7
8

(Suspension bolt pinch)

(S
us

pe
ns

io
n 

bo
lt 

pi
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h)

(All around)

(All around)
20-M4 Holes

(All around)
N

300 or more

Service space

1550

A B C E F HG

1353 1403 1314 7XP150=1050 82718-M4
HolesFDMG100AV1/125AV1/140AV1

1350
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1153
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1753
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D
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FDMG71AV1
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I J K M N
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A AA A A A A A

Brand name plate
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Ceiling surface
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1235

Note 2.

100

53

45

14
2

36
0

120 180 120 120 210 120 120 123

60Approx. 450
Approx. 580
Approx. 600

   80 Hole
Piping and wiring
intake

Mounting  location

200

74 8-5x20  Oval Hole (For wood screw)
5-6x20  Oval Hole (For wood screw)

36
0

10
10

15
35

5040
15

50
40

40
40

30
50

60
40

6 6

40
50
70

13-   5   Hole (For  wood  screw)
2-   12  Hole (For bolt)

Detail  A (Mounting  hole  for  installation  plate)

250 or more

Direction for air filter draw out

Service space
for air filter

Piping  direction

Notes:
1

2
Location of general rated name plate Right side plate outside surface
In case of using wireless remote controller,
this position will be a signal receiver. Refer to the drawing of wireless remote controller in detail.

Front grille
Air filter   
Discharge outlet
Gas piping connection 
Gas piping connection
Drain piping connection
Earth terminal (M4) (inside cover)
Slit hole for right side piping connection
Slit hole for left side piping connection

2

8
7

1

3

6
5

4

9

1
2
3
4
5
6
7
8
9
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DUCT CONNECTION HIGH STATIC PRESSURE TYPE

D I M E N S I O N S

[FD06KY1] [FD08KY1] [FD10KY1]

FD06KY1
A B C D G H I J

FD08KY1 732
35
39

5XP.180=900967 1180 1230 9 50
58
58

58

FD10KY1

FE
1130

K
150

L
266

M
418

N
450 9

10
10

O
261 75

100
100

148
155
155

58
67
67

P Q
90

R S T U V
6-M4

Burring holes
5-M4

Burring holes
6-M4

Burring holes

85

732 39 5XP.180=9001076 1380 1430 10 671330 160294 468 500311 79 47
4XP.180=720876 1180 1230 10 671130 160294 468 500311 79 47

Liquid pipe connection 
Gas pipe connection
Drain pipe connection
Earth terminal 

1
2
3
4

Power supply
Suspension bracket

5
6

850 BB

Service Space

H
(Both sides)

H
(Both sides)

T2-M4 Burring holes
(Both sides) 2-M4 Burring holes

(Both sides)

1200 or more

UV
46

P

T

C D

80
0 o

r m
ore

L
50

M
K

63

N

O

D C E F G

I I

A

L
Q

M

9
9

J

50
R S

2

3

3
6

5 4

13

66

756

DUCT CONNECTION HIGH STATIC PRESSURE TYPE

FD03KY1 302
552
735

A CB D

FD04KY1
650 7002XP120=240

E
750

900 9503XP150=450 1000
FD05KY1 900 9504XP150=600 1000

Liquid pipe connection 
Gas pipe connection 
Drain pipe connection
Earth terminal 
Power supply
Suspension bracket

1
2
3
4
5
6

 

850
756

1200 or more

90 85
46

148

99

9 9

35

A B B A C D E

9
9

50

80
0 

or
 m

or
e

26
6

50
58

63

26
1

75

15
0

58
26

6
50

41
8

45
015

0

35

Service Space

2-M4 Burring holes
(Both sides) 2-M4 Burring holes

(Both sides)

6

3

3

452

13

[FD03KY1] [FD04KY1] [FD05KY1]

4

3

2

5

6

1

7

DUCT CONNECTION MIDDLE STATIC PRESSURE TYPE

(SERVICE SPACE)

M

136

J11
5

31

25

75
0 

O
R

 M
O

R
E

220

(S
U

SP
EN

SI
O

N
 P

O
SI

TI
O

N
)

13
0

287

210

L

13
0

D NC

A

H

58

100

236

118

680 OR MORE

14
5 29

5

194
600

72

125

(OPENING)
100

(OPENING)
680

95

G

B

(ALL ROUND)
K

E

(ALL ROUND)
F

(ALL ROUND)

SUCTION SIDE
(NOTE.1)

DISCHARGE SIDE

INSPECTION HOLE 450 OR MORE

(ALL ROUND)
P

1 LIQUID PIPE CONNECTION
[   9.5(FLARE CONNECTION)]
GAS PIPE CONNECTION
[03F:   15.9(FLARE CONNECTION)]
[04~06F:   19.1(FLARE CONNECTION)]
DRAIN PIPE CONNECTION[VP25]

2

3
EARTH TERMINAL
(INSIDE SWITCH BOX)
POWER SUPPLY
SUSPENSION BRACKET
[FOR M10 or M8 BOLT]
MANUFACTURER'S LABEL

4

5
6

7

SELECT ITS COLORIMETHOD (GRAVITY METHOD)
50% OR MORE.

NOTES:
1MOUNT THE AIR FILTER AT THE SUCTION SIDE.

(SUSPENSION POSITION)

(S
ER

VI
C

E 
SP

AC
E)

A
FDYM03FA 1100
FDYM04FA-06FA

FDYM03FA
FDYM04FA-06FA

1500

D
1140
1540

B
11xP65=715

18xP65=1170

C
15xP65=975

21xP65=1365

E F G
4xP150=600

7xP150=1050

FDYM03FA
FDYM04FA-06FA

FDYM03FA
FDYM04FA-06FA

H
834

1234

J
850

1250

L
1079
1479

M
1064
1464

K

N
5xP150=750

8xP150=1200

P

50-  4.7 HOLE
38-  4.7 HOLE

20-  7 HOLE
14-  7 HOLE

22-  7 HOLE
16-  7 HOLE

44-  4.7 HOLE
30-  4.7 HOLE

(Unit: mm)

DUCT CONNECTION HIGH STATIC PRESSURE TYPE

[FDY06KAY1] [FDY08KAY1] [FDY10KAY1]

 

FDY06KAY1 756
A B C ED G H I J

FDY08KAY1 732
35
39

9
10

5XP180=900967 1180 1230 9 58

FDY10KAY1

F
1130

K
150

L
266

M
418

N
450

O
261

P
90

Q
85

732 39 10 5XP180=9001076 1380 1430 10 671330 160 294 468 500 311 79 47
4XP180=720876 1180 1230 10 671130 160 294 468 500 311 79 47

Note: 1Location of unit's Name Plate: Lid of control box.

Liquid pipe connection 
Gas pipe connection
Drain pipe connection
Earth terminal 

1
2
3
4

Hole for power supply
Hole for motor wiring
Hole for wiring from outdoor unit
Hole for remote controller wiring
Control box
Auxiliary pipe
Suspension bracket

5
6
7
8
9
10
11

850

Service
Space

Service Space

Air
inlet

Air
outlet

S
(Both sides)

S
(Both sides)

2-M4 Burring holesArrow View
I

(Both sides)

2-M4 Burring holes
(Both sides)

325

1200 or more

P
I

Q
46

B

30
0 o

r m
ore

D E
80

0 o
r m

ore

50

58 58
19

6

9
9

9 9
9

9

J
K L

50
M N

L
50

K
J

63

O

E D F
13

0
G H

B

C

9

A
3

3 3

3

3
3

10

10

2 4 9 4

8
7561
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DUCT CONNECTION HIGH STATIC PRESSURE TYPE

[FDY15KAY1] [FDY20KAY1]

FDY15KAY1 500
A CB D F G H

FDY20KAY1
1042 16209XP150=1350 1750 1770 24

E
1710

800
or more 1762 198011XP150=1650 2110 2220 542070

Notes: 1Prepared holes for M4 tapping screw.

Liquid pipe connection (No.1) 
Gas pipe connection (No.1)
Liquid pipe connection (No.2) 
Gas pipe connection (No.2)
Drain pipe connection
Earth terminal 
Hole for power supply
Hole for motor wiring
Hole for wiring from outdoor unit (No.1)
Hole for wiring from outdoor unit (No.2)
Hole for remote controller wiring
Control box
The holes for anchor bolts

1
2
3
4
5
6
7
8
9
10
11
12
13

 

600100

485

7- o/ 3.1 holes
*1

4-  o/ 3.1 holes
*1

*1

*1

(Upward and 
downward)

(Both sides)

10- o/ 3.1 holes
10

Air
inlet

Air
outlet

50 or more

50 or more

Supprting plate
(Commercially available)

Supprting plate
(Commercially available)

(Upward and downward)

Service Space

Service Space

55 55
19

3

34
9

25
7

22
.5

2X
P1

50
=3

00

A

3X
P1

50
=4

50
54

4
62

5

4538 61

47
7.

5

16
8

20
0

71
.5

72
.5

B

B
H

C
17

2
D E F G

80
0 o

r m
ore

10
0 o

r m
ore

10
0 o

r m
ore

10
45

12580 80 80 12580 80 80

20

85035

500 or more

3- o/ 3.1 holes

10

(Both sides) Arrow view Arrow view (detail) 763
805 10

35

6
6

14

12 5

5
2 1 4 3

9 10 11 12

6

87

D I M E N S I O N S (Unit: mm)

DUCT CONNECTION HIGH STATIC PRESSURE TYPE

[FD15KY1] [FD20KY1]

FD15KY1
CB D F G H

FD20KY1
1042 16209XP.150=1350 1750 1770 24

E
1710

1762 198011XP.150=1650 2110 2220 542070

A
10- o/ 3.1 holes
12- o/ 3.1 holes

Notes: 1Prepared holes for M4 tapping screw.

Evaporator air outlet connection
Evaporator air inlet connection
Liquid pipe connection (No.1) 
Gas pipe connection (No.1)
Liquid pipe connection (No.2) 
Gas pipe connection (No.2)
Drain pipe connection
Earth terminal 
Power supply intake
The holes for anchor bolts

1
2
3
4
5
6
7
8
9
10

600100

7- o/ 3.1 holes
*1

4- o/ 3.1 holes
*1

*1

(Upward and 
downward)

(Both sides)
3- o/ 3.1 holes
*1

(Both sides)

A

10

50 or more

Supprting plate
(Commercially available)

(Upward and downward)

Service Space

Service Space

55

55

3X
P1

50
=4

50

2X
P1

50
=3

00

54
4

62
5

4538

25
7

22
.5

34
9

61

47
7.

5 72
.5

6X
P.1

50
=9

00

B C D E F G

H 17
2

80
0 o

r m
ore

80
0 o

r m
ore

10
0 o

r m
ore

50 or more
Supprting plate
(Commercially available)

10
0 o

r m
ore

10
45

125 80 80 80 125 80 80 80

10

85035

500 or more

763
805 10

10

35

8

9

8

9

10 7

7

12

6 54 3

OUTDOOR UNIT // R25JV1, R35JV1

10
0

15
0

15
0

50
10

0

30
0

50 50

50

WALL HEIGHT ON AIR OUTLET SIDE 
=LESS THAN 1200

MINIMUM  SPACE  FOR  AIR  PASSAGE

A
9.5

12.7
R25JV1
R35JV1

4 –HOLES  FOR  ANCHOR  BOLTS
(M8  OR  M10)

NAME PLATE

WIRING INLET

SERVICE PORT

TERMINAL STRIP
WITH EARTH TERMINAL

28
8

33

70 8

118

115

78

265

20
56

0

695

12

470

30
4

74

19

178

420

21
GAS  STOP  VALVE
(o/  A CuT) LIQUID  STOP  VALVE

(o/ 6.4CuT)

DRAIN  OUTLET
(I. D o / 15.9 HOSE FOR CONNECTION)

HOLES  FOR  ANCHOR  BOLTS
(M8  OR  M10)

DRAIN  OUTLETS

SERVICE PORTMINIMUM  SPACE  FOR  AIR  PASSAGE

NAME
   PLATE

EARTH
TERMINAL
(M4)

POWER  INTAKE

GAS  STOP  VALVE

LIQUID  STOP  VALVE

23
7

10
0

15
0

15
0

50
10

0

30
0

29
0

30
6

21
3

48

95

700

750
+4

0 270
+4

0

54
0+4 0

105 58

520
190
170 60

530 100 72

34 27

50 50

50

15

OUTDOOR UNIT // R35GV1, RY35FV1A, R50GV1



69 70

D I M E N S I O N S (Unit: mm)

MINIMUM  SPACE  FOR  AIR  PASSAGE

10
0

100

HOLES  FOR  ANCHOR  BOLTS
    (M8  OR  M10)

90
40

68
6

40 120 500

881 55 15

40

120 110

30

350

190

177

12
8

14
5

55

37
0

41
0

3-DRAIN  OUTLET

SERVICE  PORT

UNIT  NAME  PLATE

POWER  INTAKE

TERMINAL  COVER

GAS  STOP  VALVE

LIQUID  STOP  VALVE

EARTH  TERMINAL
               (M4)

OUTDOOR
   AIR  THERMOSTAT

10
0

100

10
0

A

A

H

A

350

600

H     1000

H     1000

OUTDOOR UNIT // RY60GAV1A

OUTDOOR UNIT // RY50GAV1A, R60GV1

H     1000
H     1000

MINIMUM  SPACE  FOR  AIR  PASSAGE

68
5 64

5

800

75 100

50

50

10
0

A50

A

15
0

H

HOLES  FOR  ANCHOR  BOLTS
       (M8  OR  M10) 2-DRAIN  OUTLET

GAS
STOP  VALVE

GAS  PIPE

SERVICE  PORT

31
98

33
0

35
0

95
70

540 130

269

A
300
600

H

30015

LIQUID  PIPE
LIQUID
STOP  VALVE

UNIT  NAME  PLATE

POWER  INTAKE

EARTH  TERMINAL
              (M4)

OUTDOOR
   AIR  THERMOSTAT

UNIT  NAME  PLATE

D I M E N S I O N S (Unit: mm)

OUTDOOR UNIT // R71FUY1, RG71AV1/AY1

Gas pipe connection
Liquid pipe connection
Service port (in the unit)
Grounding terminal
Refrigerant piping intake
Power supply wiring intake
Control wiring intake
Drain outlet

1
2
3
4
5
6
7
8

30

67

60

95

115
14

49

84

1484

95 22
1

60

137
90 49

19
5

24

81
6

880

Name  plate

27
5

391

61
11

102 1140

37
0

37

30

44
84

30

150584146

39
6

Hole  for  anchor
bolt  4-M12

Knock  hole  for  lower  piping

4

3

2

5 5

8

6 6

7

71

OUTDOOR UNIT // R(Y)71LUV1/Y1

35
0

48

30

77
0

28 89
60

54
95

54
95

53
9555

55
22

3

84

14
3

32
9

35
2

11
7 58

16

10
2

70

32
0

30
55

(3
45

~3
55

)

30
140

45

1671
142

89 19 19 52

13 67

80
145

376 191

620
96

40

140
900

3
4
2
1
7 7

6

5

9
6
5

5

8

 Gas pipe connection
 Liquid pipe connection
 Service port
 Grounding terminal
 Refrigerant piping outlet
 Power supply wiring outlet
 Control wiring outlet
 Drain outlet
 Supplied piping

1
2
3
4
5
6
7
8
9

Note: In some circumstances, with certain machine types, 
          it may not be possible to attach the supplied piping.

Hole for anchor 
bolt 4-M12



71 72

D I M E N S I O N S (Unit: mm)

OUTDOOR UNIT // R100FUV1/Y1, 125FUY1

OUTDOOR UNIT // R(Y)100LUV1/Y1

 Gas pipe connection
 Liquid pipe connection
 Service port
 Grounding terminal
 Refrigerant piping outlet
 Power supply wiring outlet
 Control wiring outlet
 Drain outlet
 Supplied piping

1
2
3
4
5
6
7
8
9

Note: In some circumstances, with certain machine types, 
          it may not be possible to attach the supplied piping.

35
0

30
32

0
30

6148(3
45

~3
55

)

30

140 620
96

41

140
3

4

2

1

7

7

7

6

56

9

6

5

5

5

8

11
70

24

89
60

54
95

15
7.

5
41

0 43
5

142

89 19

900

11
7 58

16

10
2

70

45

1671

376 191

54
95 55

54
22

3

14
8

84

19 52

13 67

80

145

Gas pipe connection
Liquid pipe connection
Service port(in the unit)
Grounding terminal
Refrigerant piping intake
Power supply wiring intake
Control wiring intake
Drain outlet

1
2
3
4
5
6
7
8

11

1140

27
5

391

61

102

60
84

115
671449

95

56
8

53
8

95
49

1490
137

60
8424

12
15

880
30

84
38

35
30

37
0

30

39
6

146 584 150

Hole  for  anchor
bolt  4-M12

Name  plate

Knock  hole  for  lower  piping

4
3
2

5

5

8

6

6

7

7

1

Hole for anchor 
bolt 4-M12

OUTDOOR UNIT // R(Y)125LUY1, 140LUY1

Gas pipe connection
Liquid pipe connection
Service port (in the unit)
Grounding terminal M5 (in switch box)
Refrigerant piping intake
Power supply wiring intake
Control wiring intake
Drain pipe connection

1
2
3
4
5
6
7
8

96

89

22
3

58

2

16

24 54

35
0

(3
45

~3
55

)

3

52

B

71

45

145

41

76

95

620

60

5

95

4

89

32
0

14
8

8

84

48

70

67

41
0

54

A

30

80

30

10
2

140

13

5

55

19C

900

5

5

376

43
5

19

140

6

61

11
7

142D

1

191

7

30

16

A

R(Y)125LUY1

R(Y)140LUY1

1170

1345

B

54

55

C

113

—

D

579

—

Hole for anchor 
bolt 4-M12

OUTDOOR UNIT // RU06KY1 

Gas pipe connection
Liquid pipe connection
Service port (in the unit)
Grounding terminal M5 (in switch box)
Refrigerant piping intake
Power supply wiring intake
Control wiring intake
Drain pipe connection

1
2
3
4
5
6
7
8

Hole for anchor
bolt 4-M12

34
5

13
45

28

60

40
6

95

84
55

22
3

55

12
0

285388

28
5 20

0

95
53

58
12

10
0

37
6

32
0

30
30

36

130

30

620

880

130

80
34

89 name plate

Knock hole for lower pipng

14
137

1270.5

41
377

644

15 67

51

15 36
145

320

4

3

2

1

7

6
5

5

8

6

7
5

6

7



73 74

D I M E N S I O N S

OUTDOOR UNIT // RU08KY1/10KY1

Liquid pipe conn.
Gas pipe conn.
Earth terminal 
(M5) (in the el.compo. box assy)
Wiring intake ( side ) 
Refrigerant piping conn. ( side )
Refrigerant piping conn. ( Bottom )

1
2
3

4
5
6

A

RU08KY1

RU10KY1

1220

1440

OUTDOOR UNIT // RU08KUY1/10KUY1

A

 R(Y)200KUY1

 R(Y)250KUY1

228

224

B

1220

1440

1000

1290

1280 750

80 80

70

22
0

72
6

70
0

54

15
6

17
7

52

11
0

9016
5

16
5

A

690

76 32

70

202 20

9732

For anchor bolts  ( Pitch of anchor bolts )

 ( 
Pi

tc
h 

of
 a

nc
ho

r b
ol

ts
 )

4-   15   Holls

 name plate5

4

3

1

2

6

4

(Unit: mm)

OUTDOOR UNIT // R(Y)200KUY1/250KUY1

 

Liquid pipe conn.
Gas pipe conn.
Earth terminal 
(M5) (in the el.compo. box assy)
Wiring intake ( side ) 
Refrigerant piping conn. ( side )
Refrigerant piping conn. ( Bottom )

1
2
3

4
5
6

1000

129095

1280
750

265

70

22
0

72
6

70
0

A
54

15
5

17
0

60

11
0

90 16
5

B

690
70 34

70

150 80

9713

For anchor bolts  ( Pitch of anchor bolts )

 ( In case of side conn. )

 ( 
Pi

tc
h 

of
 a

nc
ho

r b
ol

ts
 )

4-   15   Holls

 name plate  ( In case of front conn. )

Notes
The dimension ( with     marked )
are attached accessory pipe.

5

3

4

12

6

4

70
0

1000
 ( Pitch of foundation bolt holes )  ( Foundation bolt holes )

 ( for side-roted pipes ) 129095

72
6

 ( 
Pi

tc
h 

of
 fo

un
da

tio
n 

bo
lt 

ho
le

s 
)

4-   15mm-dia.holes

52

230
690

15
6

265

65

32

97

22
0

29

1280

135

A

13

15
0

750

70

123
80

62

 name plate

(for front-
roted pipes)

(Knock-out hole)

(Knock-out hole)

B

76

17
7

C

11
0

80

16
5

70

150

55

5

90

44

3

2 1

6

Liquid pipe connection port.
Gas pipe connection port.
Earth terminal 
(M5) (inside of control box)
Power cord routing hole ( side ) 
Pipe routing hole ( side )
Pipe routing hole ( Bottom )

1
2
3

4
5
6

Notes: 
1. The dimensions marked by  an asterisk(   ) are 
    those with the installation of the provided pipes.
2.Refer to the installation instructions when the pipes 
   are routed through the bottom of the unit.

A

RU08KUY1

RU10KUY1

76

B

225

C

1220

71 229 1440

Gas pipe connection
Liquid pipe connection
Service port(in the unit)
Grounding terminal M5(in switch box)
Refrigerant piping intake
Power supply wiring intake
Control wiring intake
Drain outlet

1
2
3
4
5
6
7
8

OUTDOOR UNIT // RG140AY1/180AY1

4
3
2

5

5

5

8

5

6

6

7

7
1

Hole for anchor
bolt 4-M12

39
5

13
45

24

60 56
8

95

84
60

14
4

4984

27
5

95
49

61
1140

53
8

37
0

30
30

35

146

30

584

880

150

84
38

90
 name plate

14
137

11102

14 67 14 90
115

391



200 or more

(300)

1000 or more

200 or more

100 or more

100 or more
100 or more

50 or more

(100)

1000 or more

500 or more

200 or more

(300)

H

L

500 or more 50 or more

(100)

1000 or more
200 or more

(300)

L H

1000 or more

200 or more

500 or less
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For R(Y)71LU-140LU

 In case of parallel installation  In case of set installation In case of single installation

Pattern 1

For R(Y)200KU/250KU

300 or more

500 or more

FRONT
SIDE20 or more

10 
or more

10 
or more

20 or more

Pattern 1
300 or more

FRONT
SIDE20 or more

10 
or more

10 
or more

600 or more

500 or more

FRONT
SIDE20 or more

10 
or more

10 
or more

500 or more
FRONT
SIDE

20 or more
10 
or more

10 
or more

900 or more

500 or more

FRONT
SIDE20 or more

10 
or more

10 
or more

Pattern 1
300 or more

500 or more

FRONT
SIDE

10 
or more

10 
or more

300 or more

FRONT
SIDE

10 
or more

Pattern 3
300 or more

The height of obstacle is free

FRONT
SIDE400 or more

200 
or more 400 or more

Pattern 2
100 or more

500 or more

FRONT
SIDE100 or more

50 
or more

50 
or more

100 or more

Pattern 2
100 or more

500 or more

FRONT
SIDE100 or more

50 
or more

50 
or more

FRONT
SIDE

SUCTION
SIDE

500 or more

FRONT
SIDE100 or more

50 
or more

50 
or more

600 or more

500 or more
FRONT
SIDE

100 or more
50 
or more

50 
or more

500 or more

FRONT
SIDE100 or more

15
00

 m
m

h2

50 
or more

50 
or more

Pattern 2
100 or more

500 or more

FRONT
SIDE

50 
or more

50 
or more

Pattern 3 The height of 
obstacle is free

Notes:
1Obstacies height of  (Pattern 1) and (Pattern 2) shall be as follows:

2For the service space. if the obstacle of height exceeds the above mentioned dimensions. half of the exceeded 
dimensions shall be added to the standard service space.

3When installing a unit. choose the most suitable one from this manual depending on actual conditions such as 
walking passage and ventilation.

4For the service space for front side. take the service space required for field piping into account. 50
0 

m
m

h1

If the number of units is more than that shown in this manual.
take short circuit into account.

The values represent the case for the R(Y)71 type through R(Y)140 type. 
The dimensions in ( ) are for the R(Y)100 and R(Y)140 type (The unit values is mm. )

[Space required for outdoor unit installation] (Unit: mm)
Dimensions inside brackets [  ] indicate case where air direction adjustment guide is adjusted downward.

Front side 1500 mm
Suction side 500 mm
Side No (imitation)

When there is an obstruction on the inlet side When there are obstructions on both 
the inlet and outlet sides

When there is an obstruction 
on the outlet side

Wired type

STAPLE
17

17

0~5

11
7

17
(fl12~fl16)

•REMOTE CONTROLLER INSTALLATION PROCEDURE
A EXPOSED BODY, EXPOSED CORD

C EXPOSED BODY, EMBEDDED CODE

( DISTANCE BETWEEN 
REMOTE CONTROLLER 
AND CONTROL BOX )

B EXPOSED BODY, EMBEDDED CORD
CONDUIT

CONTROL BOX

THROUGH HOLE SIZE

SPECIFICATIONS OF CORD

0.75~1.25 mm2

TOTAL LENGTH 500 m

TYPE     VINYL CORD WITH SHEATH OR CABLE
 (INSULATED THICKNESS: 1 mm OR MORE)

NOTE) 1. REMOTE CONTROLLER CORD AND STAPLE ARE NOT 
ATTACHED. THEY ARE FIELD SUPPLIED PARTS.

* Countries requiring EMC: Shield wire (insulated thickness: 1 mm or more) 

120

12
0

17 18

42

84

38

CORD 
OUTLET 
HOLE2823

46

•REMOTE CONTROLLER DIMENSIONS

•DIGITAL REMOTE CONTROLLER •REMOTE CONTROLLER

 REMOTE CONTROLLER
Wireless type

CEILING MOUNTED CASSETTE TYPE

CEILING SUSPENDED TYPE

• REMOTE CONTROLLER DIMENSIONS

• REMOTE CONTROLLER HOLDER
INSTALLATION PROCEDURE
<INSTALLATION TO WALL SURFACE>

•RECEIVER INSTALLATION PROCEDURE

• RECEIVER DETAIL

TRANSMITTING PART

15
7

62 17.5

LIQUID CRYSTAL
REMOTE CONTROLLER
(WIRELESS)

REMOTE CONTROLLER
HOLDER

RECEIVER

DECORATION PANEL

RECEIVER

DRAIN PIPING
SIDE

REFRIGERANT
PIPING SIDE

•RECEIVER INSTALLATION PROCEDURE

• RECEIVER 
  DETAIL

WALL MOUNTED TYPE
•RECEIVER INSTALLATION PROCEDURE
FAY71L

The Front

• RECEIVER 
  DETAIL

• RECEIVER 
  DETAIL

•RECEIVER INSTALLATION PROCEDURE
FAY100FA RECEIVER

12
0

72 83
.5

10
6

(C
eil

ing
 op

en
ing

)

70 18
0.5

35 49

Service space for ceiling installation

• RECEIVER DETAIL

Note :

M
or

e 
th

an
 9

0
(S

re
vi

ce
 s

pa
ce

)

(Ceiling opening)

2-5x9 Slot

Switch box
(field Supplied parts)

Do not install more than 3 receivers in 
the vicinity of one another.
With  4 or more units, there is always 
the possibility of malfunction

D I M E N S I O N S (Unit: mm)

RECEIVER

When the obstruction on the outlet side is higher than 
the unit itself (There is no limit to the height of the 
obstruction on the outlet side.)

When there are obstruc tions  
on the inlet s ide and 
both lateral 
s ides

2. For series installation 
    (more than two units)

When there are 
obstruc tions  on 
both s ides

Pattern 1When the overhead space is open

1. For single unit installation 
When there is  an 
obstruc tion only 
on the inlet s ide

When there is an obstruction 
in the overhead space

When the overhead space is open

When there are 
obstruc tions  on 
both s ides

When there is an obstruction 
in the overhead space

When there is  an 
obstruc tion on the 
inlet s ide

When there are obstruc tions  
on the inlet s ide and 
both lateral s ides

2. For series installation (more than two units)

1. For single unit installation 
1. For single unit 
    installation 

When the overhead space is open

1. For single unit installation 2. For series installation 
    (more than two units)

1. For single unit 
    installation 

2. For series installation
     (more than two units)

2. For series installation
     (more than two units)

An obstruc tion 
in the overhead spac e

An obstruc tion 
in the overhead spac e

An obstruc tion 
in the overhead spac e

An obstruc tion 
in the overhead spac e

An obstruc tion 
in the overhead spac e

KRC47-1A KRC47-3AKRC47-2A/ KRC47-4A

32124

85

136

81
36

32124

85

136

81
35

.5
0

25 18

14

110

19

58

92

61



MEMO
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